
MPY Series 
Micro Magnetic Particle Brake 

Industrial Clutch Parts Ltd, Unit 11 Bingswood Industrial Estate, 
Whaley Bridge, High Peak, United Kingdom SK23 7LY 
www.industrialclutch.com        sales@industrialclutch.com 
Tel: +44(0) 1663 734 627             Fax: +44(0) 8704796989 

MODEL MPYS05AA MPYS10AA MPYS20AA MPYS50AA 

Rated Torque (Nm) 0.5 1.0 2.0 5.0 

Capacity DC24V 
@ 75°C 

Current (A) 0.35 0.42 0.5 0.6 

Power (W) 8.4 10 12 14.4 

Time (S) 0.02 0.02 0.034 0.045 

Inertia (kgm2) 9.4*10-3 2.75*10-2 5.25*10-2 1.25*10-1 

Weight (kg) 0.4 0.54 0.96 1.3 

Max. Speed (r/min) 1800 

Exterior Dimensions 

D1 70 76 90 108 

D2 60 66 80 95 

D3 50 56 70 82 

D4 24 30 40 44 

d 5 7 9 15 

L1 45 50 59 66 

L2 29 30 34 36 

L3 5 7 9 11 

L4 11 13 16 19 

L5 10 12.2 15 18 

L6 9 10 13 16 

L7 3 4 6 8 

L8 4 4 5 5 

S 4.5 4.5 4.5 6 

T 4.5 6.5 8.5 14 
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