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CLUTCHES

◗

“Air Champ”®

◗ LSCC-32, 44, 54 STRAIGHT BORE CONVEYOR CLUTCH SPECIFICATIONS

Model  Torque  Product Bore  Mounting Sprocket  Sprocket  Sprocket 
Nm [in-lb] Number        mm [in] Style Style Pitch Teeth 

923553 22,2 [0.875] -- -- --
923564 15,9 [0.625] Pilot -- -- --

LSCC-32
85 923565 19,1 [0.750] -- -- --

[750] 923583 22,2 [0.875] Single 40 26
923582 22,2 [0.875] Sprocket Single 60 19
923566 19,1 [0.750] Double/Single 50 18

923550 28,6 [1.250] -- -- --
923554 30,2 [1.188] -- -- --  
923557 25,4 [1.00] Pilot -- -- --
923562 28,6 [1.125] -- -- --

LSCC-44 238 923590      28,0 [1.1]  -- -- --
[2110] 923556 25,4 [1.00]

50
19

923567 25,4 [1.00]
Single Plate

20
923569 30,2 [1.188]

60
21

923563 25,4 [1.00]
Sprocket

18
923586      25,4 [1.00]                       40 24
923568 25,4 [1.00]

Double/Single 50
20

923587 28,6 [1.125] 22
923581 30,2 [1.188] 60 21

LSCC-54 452 923576 38,1 [1.500]
Pilot

-- -- --
[4000]         923588      36,5 [1.4375]               --  -- --

LSCC STRAIGHT BORE 
CONVEYOR CLUTCHES

Nexen’s air-engaged, straight-bore 
series of conveyor clutches offer 
high torque in a small package. The 
LSCC line is ideal for soft starts on 
accumulating, chain-driven live-roller, 
or in-line conveyor applications. 
With a maximum torque rating of 452 
Nm [4000 in-lb] and a bore range 
from 12 to 38 mm [0.500-1.500 in], 
these products can outperform the 
competition at a lower cost. Nexen’s 
conveyor lines comes standard with 
a pilot designed for easy sprocket 
mounting or can be configured for 
a variety of mounting applications 
(double-single sprocket, timing belt 
sprocket, v-belt sheave, plate, etc.). 

◗ High torque: 452 Nm [4000 in-lb]
at 5.5 bar [80 psi]

◗ Bore range: 12-38 mm [0.500-1.500 in] 

◗ Through-shaft design with three
set screws for easy mounting

◗ Variable mounting configurations:
plate or double-single sprocket,
timing belt sprocket, plate, or sheave

◗ Open design, improved airflow,
high thermal horsepower

◗ Internal spline drive for trouble
free disengagement performance

◗ Shielded ball bearings for low
disengagement drag

-sealed bearings also available

◗ No rotary air union required

◗ Compact size

◗ Spring biased for complete
disengagement

◗ Field repairable o-rings, facings
and springs

Sprocket Mounting Sizes Using Standard Single Strand Roller Chain

Model Pilot Diameter Mounting Style     Sprocket Pitch / Minimum Number of Teeth
35          40-41   50          60           80

Pilot Mount 33 26 21 ** --
LSCC-32 63,5 mm [2.500 in]

Intregral Sprocket 25 22 19 ** --

Pilot Mount ** 31 25 22 **LSCC-44 76,2 mm [3.000 in]
Intregral Sprocket ** 20 17 14 **

Pilot Mount ** ** 32 26 21LSCC-54 101,6 mm [4.000 in]
Intregral Sprocket ** ** 24           21           23

◗SINGLE - TYPE ‘A’ SPROCKET SIZES

◗ LSCC-32 & 44 SINGLE SPROCKET DIMENSIONS

MODEL øAP      øAT        CP  CS  CT     D1         øU   Key    Length   Pitch  TeethPRODUCT NO.

LSCC-32 97.44 112.22 10.4 5.76 12.0 12.36 22.22 4.78 109.2 #40 26
923583 [3.836] [4.418] [0.41] [0.227] [0.47] [0.487] [0.875] [0.188] [4.30
LSCC-32 103.83 125.60 163.72 5.76 12.0 14.59 22.22 4.78 109.2 #60 19
923582     [4.088]   [4.945]   [6.446]  [0.227]   [0.47]   [0.574]    [0.875]   [0.188]    [4.30]

LSCC-44 91.32 109.76 14.7 4.57 16.7 13.6 25.40 6.35 127.42 #50 20
923567 [3.595] [4.321] [0.58] [0.180] [0.66] [0.53] [1.000] [0.250] [5.016]
LSCC-44   115.90  137.83    14.7    4.57    16.7    15.2      30.162    6.35     127.42    #60    21
923569       [4.563]    [5.426]    [0.58]    [0.180]    [0.66]    [0.60]    [1.1875]    [0.250]    [5.016]

Units can be configured with plate or double-single sprocket, timing belt sprocket, or v-belt
sheave. Nexen can also configure an optional integral brake, Please consult factory for details. 
** Consult the Nexen Custom Business Unit at 800-843-7445 before using the starred chain sizes.

Tel: +44 (0) 1663 734 627 Email: sales@industrialclutch.com Web: www.industrialclutch.com 
Unit 11, Bingswood Industrial Estate, Whaley Bridge, High Peak, SK23 7LY, UK. 
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CLUTCHES ◗“Air Champ”®

ANTI ROTATION FIXING HOLES 

.250-20 (2) HOLES AT 180°

STRAIGHT-BORE CONVEYOR CLUTCH - APPROXIMATE DIMENSIONS METRIC [INCHES]

◗ LSCC-32, 44 DOUBLE SPROCKET

MODEL øAJ1  øAK           CP           CS  CT           CW         CW1    CW2         øP           øP1    øU            Key  LengthPRODUCT NO.

LSCC-32 76,20 63,50 10,4 5,76 12,0 2,54 15,24 24,00 89,4 88,4 22,22 4,80 109,2
923553 [3.000] [2.500] [4.1] [0.227] [4.7] [0.10] [0.60] [0.945] [3.52] [3.52] [0.875] [0.189] [4.3]
LSCC-32 76,20 63,50 10,4 5,76 12,0 2,54 15,24 24,00 89,4 88,4 15,88 4,80 109,2
923564 [3.000] [2.500] [4.1] [0.227] [4.7] [0.10] [0.60] [0.945] [3.52] [3.52] [0.625] [0.189] [4.3]
LSCC-32            76,20          63,50    10,4    5,76           12,0           2,54    15,24    24,00    89,4            88,4    19,05    4,80          109,2
923565 [3.000] [2.500] [4.1] [0.227] [4.7] [0.10] [0.60] [0.945] [3.52] [3.52] [0.750] [0.189] [4.3]

LSCC-44 88,90 76,20 14,7 4,57 16,7 5,70 19,05 28,4 115,8 101,6 31,75 6,35 127,42
923550 [3.500] [3.000] [0.58] [0.180] [0.66] [0.22] [0.750] [1.12] [4.56] [4.00] [1.250] [0.250] [5.016]
LSCC-44 88,90 76,20 14,7 4,57 16,7 5,70 19,05 28,4 115,8 101,6 30,162 6,35 127,42
923554 [3.500] [3.000] [0.58] [0.180] [0.66] [0.22] [0.750] [1.12] [4.56] [4.00] [1.1875] [0.250] [5.016]
LSCC-44 88,90 76,20 14,7 4,57 16,7 5,70 19,05 28,4 115,8 101,6 25,40 6,35 127,42
923557 [3.500] [3.000] [0.58] [0.180] [0.66] [0.22] [0.750] [1.12] [4.56] [4.00] [1.000] [0.250] [5.016]
LSCC-44 88,90 76,20 14,7 4,57 16,7 5,70 19,05 28,4 115,8 101,6 28,52 6,35 127,42
923562 [3.500] [3.000] [0.58] [0.180] [0.66] [0.22] [0.750] [1.12] [4.56] [4.00] [1.125] [0.250] [5.016]
LSCC-44 102,00 88,00 14,7 4,57 16,7

N/A
19,05 28,4 115,8

N/A
28,00           8,00    127,42

923590 [4.016] [3.465] [0.58] [0.180] [0.66] [0.750] [1.12] [4.56] [1.102] [0.315] [5.016]

LSCC-54 120,65 101,60 21,7 6,9 24,8 7,54 26,7 40,1 145,5 139,7 38,10 9,55 160.1
923576 [4.750] [4.000] [0.85] [0.27] [0.98] [0.30] [1.05] [1.58] [5.73] [5.50] [1.500] [0.376] [6.30]
LSCC-54 120,65 101,60 21,7 6,9 24,8 7,54 26,7 40,1 145,5 139,7 36,51 9,55 160,1
923588            [4.750]    [4.000]        [0.85]   [0.27]    [0.98]    [0.30]   [1.05]         [1.58]   [5.73]   [5.50]         [1.438]   [0.376]    [6.30]

ANTI-ROTATION FIXING HOLES 

.250-20 (2) HOLES AT 180°

◗ LSCC-32,44, 54 PILOT MOUNTING

MODEL øAP  øAT           CP           CT    DB  DL            øP  SW  øU             Key      Length       Pitch    TeethPRODUCT NO.

LSCC-32 81,26 99,55 11,4 12,1 33,3 47,4 88,39 4,36 19,05 4,78 144,3
#50 18

923566            [3.199]    [3.919]    [0.45]   [0.47]        [1.31]        [1.87]   [3.480]    [0.172]   [0.750]    [0.188]          [5.68]

LSCC-44 85,96 104,66 14,7 16,7 33,32 47,2 115,8 4,36 25,40 6,35 163,72 #50 19
923556 [3.384] [4.120] [0.58] [0.66] [1.312] [1.86] [4.56] [0.172] [1.000] [0.250] [6.446]
LSCC-44 97,79 119,46 14,7 16,7 37,54 51,4 115,8 5,79 25,40 6,35 163,72 #60 18
923563 [3.85] [4.703] [0.58] [0.66] [1.478] [2.02] [4.56] [0.228] [1.000] [0.250] [6.446]
LSCC-44 89,37 104,09 14,7 16,7 28,57 44,4 115,8 3,61 25,40 6,35 163,72 #40 24
923586 [3.519] [4.089] [0.58] [0.66] [1.125] [1.75] [4.56] [0.142] [1.000] [0.250] [6.446]
LSCC-44 91,32 109,76 14,7 16,7 33,33 47,2 115,8 4,36 25,40 6,35 163,72 #50 20
923568 [3.595] [4.321] [0.58] [0.66] [1.312] [1.86] [4.56] [0.172] [1.000] [0.250] [6.446]
LSCC-44 101,39 119,94 14,7 16,7 33,33 47,2 115,8 4,36 28,58 6,35 163,72 #50 22
923587 [3.992] [4.722] [0.58] [0.66] [1.312] [1.86] [4.56] [0.172] [1.125] [0.250] [6.446]
LSCC-44           115,90        137,83   14,7    16,7          37,69          51,4    115,8    5,79      30,175    6,35           163,72          #60    21
923581 [4.563]    [5.426]          [0.58]    [0.66]         [1.484]    [7.02]          [4.56]    [0.228]    [1.188]    [0.250]           [6.446]

Tel: +44 (0) 1663 734 627 Email: sales@industrialclutch.com Web: www.industrialclutch.com 
Unit 11, Bingswood Industrial Estate, Whaley Bridge, High Peak, SK23 7LY, UK. 




